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PROFILE 


Increase  Your  Working  Safety 

NAL  HON  INDUSTRIAL  CO.,  LTD.  was  established  in 
1981  We  specialize  in  steel  alloy,  aluminum  alloy  and 
stainless  steel  forging  and  precise  stamping.  Since  we 
were  founded,  we  always  followed  our  principle  of 
sincere,  quality,  innovation,  services  to  our  clients.  Our 
creative  R&D  department  constantly  keeps  developing 
precise  stamping  and  forging  techniques  with  experi¬ 
enced  staffs  to  create  various  precision  and  high  quality 
teveis  with  competitive  products.  Therefore,  our  strict 
quality  control  management  and  inspection  systems 
always  deeply  impressed  all  customers. 

Nal  Hon  s  main  products  were  hanger  cargo  lifting  hooks, 
tie-down  products,  professional  auto-repair  tools  and 
OEM  forged  items  and  had  a  long  term  relationship  with 
all  customers.  Time  past  and  tide  changing,  we  have 
expanded  our  products  category  in  a  decade.  Nowadays 
we  have  become  one  of  the  most  professional  forging 
industries  in  Taiwan  of  steel  alloy,  stainless  steel  and 
aluminum  alloy  parts  manufacturer  of  safety  equipments 
used  for  fall  protection,  Most  popular  items  have  been 
certified  by  CE  standard  and  got  CE  certificates  like 
safety  hooks,  carabiners,  D-rings,  rope  grabs,  fall  arrest¬ 
ers,  auto-descenders,  etc..  AH  of  our  products  are 
exported  throughout  the  world,  and  we  have  earned  great 
reputation  and  support  from  easterners  worldwide. 
Besides,  we  do  not  only  manufacture  products  designed 
by  us  but  also  welcome  customers’  designs,  OEM  and 
ODM  items. 

NAL  HON  INDUSTRIAL  CO,  LTD.  will  continuously  go 
forward  to  targets  of  product  high  quality,  tow  cost, 
self-surpassing  and  unceasingly  develop  new  techniques 
and  products  for  keeping  competitiveness  on  the  global 
markets.  Building  reputed  Nal  Hon  trademark  image  to 
create  giant  profit  with  customers  worldwide  is  our  long 
term  goal. 


QUALITY  .  SATISFACTION 
SAFETY  FIRST  .  INNOVATION 
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Company  Profile 


NAL  HON 


echnology 

INFORMATION 


ANSI  Standards  I  ANSI  Z359.12-2009 

Connecting  Components  for  Personal  Fall  Arrest  System 

This  standard  establishes  requirements  for  the  performance,  design,  marking, 

qualification,  test  methods  and  removal  from  service  of  connectors, 

GATE  FACE  LOAD  TESTING  :  3600LBS 
GATE  SIDE  LOAD  TESTING  :  3600 LBS 

CE  Standards  /  General  Standards 

EN363  FALL  ARREST  EQUIPMENT 

Set  of  personal  protective  equipment  against  falls  from  height,  linked  to  one  another  and 
intended  to  stop  a  fall.  A  fall  arrest  equipment  must  contain  at  least  a  full  body  harness 
and  a  fall  arrest  equipment. 

EN364  TEST  METHOD 

Describing  different  test  methods  of  the  various  PPE  is  against  falls  from  height,  as  well 
as  the  test  equipment. 

EN365  GENERAL  REQUIREMENTS  FOR  THE  INSTRUCTIONS  FOR  USE  THE  AND 
THE  MARKING 

Description  of  the  marking  that  must  figure  on  the  PPE  against  falls  from  height  and  of  the 
information  which  must  appear  on  the  instructions  for  use. 

Specific  Standards 

EN351  MOBILE  FALL  ARRESTER  ON  RIGID  ANCHORAGE  LINE 

Equipment  consisting  of  a  mobile  fall  arrester  with  self-locking,  integral  with  its  rigid 
anchorage  line  (rail,  cable.. .).  An  energy  reducer  can  be  built-in  in  the  equipment. 

EN 353-2  MOBILE  FALL  ARRESTER  ON  FLEXIBLE  ANCHORAGE  LINE 
Equipment  consisting  of  mobile  fall  arrester  with  self-locking,  Integral  with  its  flexible 
anchorage  line  (rope,  cable...).  An  energy  reducer  (absorber)  can  be  built-in  on  the 
equipment. 

EN360  SELF-RETRACTABLE  FALL 

Fall  arrester  with  self-locking  device  and  a  self-retractable  system  for  the  lanyard. 

An  energy  reducer  (absorber)  can  be  built-in  in  the  equipment. 

EN362  CONNECTOR 

Connection  element  or  equipment  component.  A  connector  can  be  carabiner 
or  a  snap  hook. 

EN358  WORK  POSITIONING  SYSTEM 

A  work  position  system  consists  of  components  (work  positioning  belt  and  lanyard)  linked 
to  one  another  to  form  a  complete  equipment. 

EN341  PPE  AGAINST  FALLS  FROM  HEIGHT 

This  standard  specifies  requirements  for  use  for  descender  devices  as  rescue  equipment 
to  be  used  in  conjunction  with  personal  protective  equipment  against  falls  from  a  height. 

EN795  ANCHORAGE  DEVICES 

Element  to  which  a  personal  protective  equipment  can  be  fastened. 
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Gale  Face  Res i dance  Tes! 


Sole  Side  Load  Testing 


Minor  Axis  Tost 


Tensile  Testing 


Gate  Fore  load  Testing 


Sale  Side  Load  Telling 


Tensile  Terfinfl 


SINCE  1981  YOUR  BEST 
CHICE  A  FRIEND  OF 
PPE  MANUFACTURER 
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Aluminum 


Steel 


Stainless 


NAL  HON 

INDUSTRIAL  CD., 


R 


etractable 

series  products 


Lifeline 


MYUQ03 

WEB  SIZE  20mm  {3/4")  Dyneema  Web 
LENGTH  2.5m  [0.2  ft)  to  3m  (10  ft.) 

Impact  Resistant  TfiermoplasScHousing 
Several  Configurations  Available 
WEIGHT  i.1  to  1,2  kg 

EN360  EN365 


MYU002 


WEB  SEE  45mm  (1-3/4")  Nylon  Web 


LENGTH  2m  (6.6  ft.)  to  2.5m  (8.2  ft.) 

With  Energy  Absorber 
Several  Configurations  Available 


EN360 


WEIGHT  1.1  to  1.2  kg 

EN365 
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Retractable 


NAL  HON 

INDIISTRIAl  CO 


UD 


A 


nchor 

series  products 
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Aluminum 


Steel 


YAAOOI 

MATERIAL  Aluminum  Alloy 
MINIMUM  BREAKING  STRENGTH  1 5kN  /  3372LBS 
WEIGHT  2220  g 
FINISH  Anodized 
SPECIFICATION  75-260  mm 

((  EN795 


YAA004 

MATERIAL  Atu  mi  num  Alloy 
MINIMUM  BREAKING  STRENGTH  15kN  /  3372LBS 
WEIGHT  2360  g 
FINISH  Anodized 
SPECIFICATION  04-265  mm 


YAA005 

MATERIAL  Aluminum  Alloy 
MINIMUM  BREAKING  STRENGTH  1  SkN  /  3372 LBS 
WEIGHT  3535  g 
FINISH  Anodized 
SPECIFICATION  70-260  mm 

((  EN795 
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Anchor 


Anchor  cducts 


YSAOOI 

MATERIAL  Stainless  Steel 
MINIMUM  BREAKING  STRENGTH  23kN  /  51 7 1  LBS 


WEIGHT  296  g 
FINISH  Polished 


SPECIFICATION  >  Width:  145  mm 
>  Length:  335  mm 


YSA002 

MATERIAL  Stainless  Steel 


MINIMUM  SPEAKING  STRENGTH  23kN  /  51 71  LBS 


WEIGHT  351  g 
FINISH  Polished 


SPECIFICATION  >  Width:  163  mm 

>  Length:  339  mm 


YSA003 


MATERIAL  Stainless  Steel 


MINIMUM  BREAKING  STRENGTH  23kN  /  5171  LBS 


WEIGHT  365  g 
FINISH  Polished 


SPECIFICATION  >  Width:  208  mm 
>  Length:  430  mm 


YWA001 

MATERIAL  Nylon/  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  23kN/5171LBS 
SPECIFICATION  >  Length:  90  cm 

>  Web  Size:  76 . 2  mm  (3")  _ 


YWA002 

MATERIAL  Nylon/ Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  23kN/5171LBS 
SPECIFICATION  >  Length:  90  cm 

>  Web  Size:  762  mm  (3H) 


Nylon/  Steel  Alloy 
23kN  /  51 71  LBS 

>  Length:  90  cm 

>  Web  Size:  25.4  mm  (1”) 
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Anchor 


Anchor  .ducts 


Aluminum 


Steel 


Stainless 


MATERIAL  Aluminum  Alloy 
MINIMUM  BREAKING  STRENGTH  23kN  i  5171  LBS 
WEIGHT  930  g 
FINISH  Anodized 
SPECIRCATNON  >  Width;  165  mm 
>  Length:  358  mm 


MATERIAL  Aluminum  Alloy 
MINIMUM  BREAKING  STRENGTH  23kN  I  51 71  LBS 
WEIGHT  480  g 
FINISH  Anodized 
SPECIFICATION  >  Width;  1 1 0  mm 
>  Length:  358  mm 
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Anchor 


NAL  HON 

INDUSTRIAL  CO 


LTD. 


Aluminum 


Steel 


Stainless 


MATERIAL,  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  25kN/&62QlBS 
WEIGHT  475  g 


FINISH  Nidcel^n^ed,  White/Yellow  Zinc 

EN362 


YIH009 


_ MATERIAL  High  Tensile  Steel  Ailoy 

MINIMUM  BREAKING  STRENGTH  25kN/5620LBS 
WEIGHT  222  g 

FINISH  NickeTdironned.WhileAf'ellDw  Zinc 


C*  EN362 


YIH050 

JWATER1AL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  23kN/551 71  LBS 
WBGHT  200  g 

FINISH  NIckel-chromed.WhiteAfellowZinc 

((  EN362 
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Snap  Hook 


teel  Snap  Hook 


MATERIAL  High  Tensile  Ste^l  Alloy 
N4NIMU  Ml  BREAKING  STRENGTH  25kN/5620LBS 
WEIGHT  300  g 

FINISH  Nickel-chrome^VVhrteAfeliQW  Zinc 


MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  23kN/5 1 71  LBS 
WEIGHT  258  g 

FINISH  Nickel-chromed, Whita/Yetlow  Zinc 


Aluminum 


Steel 


Stainless 


YIH019S 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  23kN/5171  LBS 
WEIGHT  378  g 

FINISH  Nickel-chromed  .White/Yellow  Zinc 


YIH019D 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  23kN/5171LBS 
_ WEIGHT  331  g 


FINISH  Nickel-chromed ,  White/Yellow  Zinc 


YIH020S 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  50kN/11240LBS 
WEIGHT  266  g 


YIH020D 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  5GkN/ 1 1 24CLBS 
WBQKT  286  g 

FINISH  Nickel-chromed , WhlteA'ellow  Zinc 

EN362 


IB 


FINISH  Nickel-chromed.Whi  te^Yellow  Zinc 


Snap  Hook 


s 


teel  Snap  Hook 


YIHO10 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM SREAKINGSTRENGTH  25KN/5620LBS 
WEIGHT  329  g 

FINISH  Nickel-chromed  .White/Yeliow  Zinc 


YIH011 

MATERIAL  High  Tensile  Steel  Alloy 

MINIMUM  BREAKING  STRENGTH  25kN/5620LB5 
WEIGHT  200  g 

FINISH  Nickel-chromed  .While/Yellow  Zinc 

EN362 


YIH014 


YIH015 


MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  25kN/562QLBS 
WEIGHT  392  g 


MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STREN0TT  2£kN/56£0LBS 
WEIGHT  424  g 


££  EN362 


FINISH  Nickel-chronned.WhiEeAfellow  Zinc 


FINISH  NIckel-chramed.White/Yellow  Zinc 


J3SL 


YIH016 


YIH024 


MATERIAL  High  Tensile  Steel  Alloy 

MINIMUM  BREAKING  SIRIrNGT:  25kN.f5620LRS 
WEIGHT  417  g 

FfNISH  Nkikel-chromed,White/YeFlow  Zinc 


MATERIAL  High  Tensile  Steel  Alloy 

MINIMUM  BREAKING  STRENGTf  25kN/5620lB5 
WEIGHT  332  g 

FINISH  NickeF-chromed.Whlte^elkw  Zinc 


Ml 


Mi 


Fall  Indicator 


YIH032 


YIH051 


MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKS  ■  25kN/5620lB5 

WEIGHT  433  g 


££  EN362 


FINISH  Nickel-chromed.Whtte/Yellow  Zinc 


MATERIAL  High  Tensile  Steei  Alloy 
MINIMUM  BREAKING  STRENGTH  23KN/5171LBS 
WEIGHT  363  g 

FINISH  Nicket-ehrorned.Whlte/Yeltow  Zinc 
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Snap  Hook 


Steel  Snap  Hook 


YIH012 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  25kN/5620LBS 
WEIGHT  284  g 

FINISH  NidteTchramed.White/Yeyow  Zinc 

££  EN362 


YIH013 

MATERIAL  High  Tensile  Steel  Ailoy 
MINIMUM  BREAKING  STRENGTH  35kN/768SLBS 
_WBGHT  2&0 g 

FINISH  Nickel-chromed, Wh  ite/Yellow  Zinc 
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Aluminum 


Steel 


Stainless 


■MATERIAL  High  Tensile  Steel  Alloy 

MINIMUM  BREAKING  STRENGTH  23kN/5l  7 1  LBS 
WEIGHT  243  g 

_ FjNc  Nickel-chromed  .WhLte/Yfellow  Zinc 

OPENING  15  mm 


YIH025 

MATERIAL  High  Tensile  Steel  Alloy 
MINHYMM  BREAKING  STRENGTH  23kN/5171  LBS 
WEIGHT  218  g 

finish  Nickel-chromed  ,Whrte/YeIk>w  Zinc 
OPENING  14  mm 
WEBBING  46  mm 


YIHQ27 


MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  23kN/5171LBS 
WEIGHT  168  g 

FINISH  Nickel-chromed  .White/YelSow  Zinc 


(50) 


YIH022 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  23kN/5171LBS 
WEIGHT  235  g 

FINISH  NickeFchramed.Whlte/Yellow  Zinc 
OPENING  14  mm 


YIH026 


MATERtAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  23kN/51 7 1  LBS 

_ WEIGHT  172  g 

FINISH  Nickel-chromed  .Whfte^YeSEow  Zinc 
OPENING  12  mm 
WEBBING  44  mm 


YIH028 


MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  23kN/5171LBS 
WEIGHT  112  g 

FINISH  Nickel-chromed , White/Yellow  Zinc 


OPENING  7  mm 
WEBBING  44  mm 


OPENING  B  mm 
WEBBING  45  mm 
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Snap  Hook 


ire  Hook 


YAW001 

MATERIAL  Aru mi num  Alloy 
MINIMUM  BREAKING  STRENGTH  20kN/4496LBS 
WEIGHT  360g 
FINISH  Anodized 


mu 


YIW001 

_ MATERIAL  High  Tensile  Steel  Alloy 

MINIMUM  BREAKING  STRENGTH  23kW5l7lL0S 
WEIGHT  eSl  g 
FINISH  Nickel-Plated 

EN362 


Aluminum 


Steel 


Stainless 


Aluminum 


Snap  Hook 


products 


YAHOOS 


MATERIAL  Aluminum  Alloy 


MINIMUM  BREAKING  STRENGTH  30k^744LBS 
WEIGHT  459  g 
FINISH  Anodized 
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C€  EN362 


FINISH  Anodized 


Snap  Hook 


Aluminum  Snap  Hook 
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(166) 


Aluminum 


Steel 


Stainless 


YAHOOS 


MATERIAL  Aluminum  Alloy 
MINIMUM  BREAKING  STRENGTH  25klW5€20LBS 
WEIGHT  200  g 


EN362 


FINISH  Anodized 

Stainless  Gate 


YAH009 

MATERIAL  Aluminum  Alloy 
MINIMUM  BREAKING  STRENGTH  23kN/5171LBS 
WEIGHT  155  g 
FINISH  Anodized 

EN362 


YAH008A 


MATERIAL  Aluminum  Alloy 
M  INIIVfU  M  BREAKING  STRENGTH  2SkN/5620LBS 
WEIGHT  160  g 
FINISH  Anodized 

Aluminum  Gate 


YAH010 

MATERIAL  Aluminum  Alloy 
MINIMUM  BREAKING  STRENGTH  22kN/5D0€LB$ 
WEIGHT  249  g 
FINISH  Anodized 


26 
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Snap  Hook 


A 


[uminum  Snap  Hook 


YAH0118 


MATERIAL  Aluminum  Alloy 


MINIMUM  BREAKING  STRENGTH  22kN/5Q0QLBS 


C€ 


EN362 


WEIGHT  207g 
FINISH  Anodized 


YAH011D 


MATERIA!  Aluminum  Alloy 


MINIMUM  BREAKING  STRENGTH  22kN/5Q[X)LB5 


CE 


EN362 


WEIGHT  220  g 
FINISH  Anodized 


1 


YAH012S 

MATERIAL  Aluminum  Alloy 
MINIMUM  BREAKING  STRENGTH  25kW/5820LBS 
WEIGHT  107  g 
FINISH  Anodized 


YAH012D 

MATERIAL  Aluminum  Alloy 
MINIMUM  BREAKING  STRENGTH  25kN/5S20LBS 
WEIGHT  120  g 
FINISH  Anodized 


((  EN362 


Aluminum 


Steel 


Stainless 


YAH013 


YAH020 


MATERIAL  Aluminum  Alloy 
MINIMUM  BREAKING  STRENGTH  25kN/5S20LB  S 
WEIGHT  120g 
FINISH  Anodized 

EN362 


MATERIAL  Aluminum  Alloy 


M  !NIM U  M  BREAKING  SIRES  GTH  30kN/S744L0S 
WEIGHT  120  9 


C€ 


EN362 


FINISH  Anodized 


YAH016D 


MATERIAL  Aluminum  Alloy 


MINIM  UM  BREAKING  SIREN  GTH  1 8kN/4OO0LBS 
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WBGHT  82  g 
FINISH  Anodized 


Snap  Hook 


Aluminum 


Steel 


Stainless 


NAL  HON 

INDUSTRIAL  CO 


LTD. 


teel  Carabiner 

series  products 


Progress  And  Innovation 

High  Quality 

At  A  Competitive  Price 


MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  *  25kN/5620LBSr  £  SkN,  101  SkN 
WEIGHT  165  g 

FINISH  Nickel^ch  romed  „ Wh  ite/Yellow  Zinc 
SPECIFICATION  >  Opening:  IS  mm 

>  Widlh:  5S  mm 

>  Length:  110  mm 

C€  EN362 


YIC003S 

MATERIAL  High  Tensile  Steel  Alloy 

MINIMUM  BREAKING  STRENGTH  *  40kN/S992L8Sr  *  9kN,  4G3>  16kN 
WEIGHT  190  g 

FINISH  Nickel-chromed  r Wh  ite/Yetlow  Zinc 
SPECIFICATION  >  Opening:  25  mm 

>  Width:70  mm 

>  Length:  112  irntrn 


_ _ MATERIAL  High  Tensile  Steel  Alloy 

MINIMUM  BREAKING  STRENGTH  4  25kN/562QLBS,  ♦  9kN 
WEIGHT  175  g 

FINISH  Nickel-chromed .White/YeHow  Zinc 


SPECIFICATION  >  Opening:  IS  mm 

>  Width:  58  mm 

>  Length:  110  mm 

C€  EN362 


YIC003D 

MATERIAL  High  Tensile  Steel  Alloy 

MINIMUM  BREAKING  STRENGTH  *  40kN/8992L-3S.  *  9ksN 
WEIGHT  207  g 

FINISH  NickeLchfom-id, While AfelJow  Zinc 
SPECIFICATION  >  Opening:  25  mm 

>  Width:  70  mm 

>  length:  112  mm 

££  EN362 
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Carabiner 


Aluminum 


Steel 


Stainless 


YIC008S 


MATERIAL  High  Tensile  Steel  Alloy 


MNHuilU  U  BREAKING  STRENGTH  <  I  30kN/6744LBS ,  ~  9kN ,  <CO  H  6kN 


WEIGHT  272  g 


FlNLSi :  Nickel-Chromed  .Wht&eAfolicw  Zinc 


(€ 


SPECIFICATION  >  Opening:  2fi  mm 

>  Width:  82  mm 

>  Length:  123  mm 

EN362 


Y1C008D 


MATERIAL  High  Tensile  Steel  Alloy 


M INI M U  M  BREAK!  NS  STRENGT !  !  SOkN/6744  L  BS.  *  9kN 

WEIGHT  275  g 

FINISH  N  Idcel-chromed ,  Whlte/YellOw  Zinc 


SPECIFICATION  >  Opening:  26  mm 

>  Width:  62  mm 

>  Length:  123  mm 


YIC004S  — 

YIC004D  — 

MATERIAL  High  Tensile  Steel  Alloy 

MATERIAL  High  Tensile  Steel  Alloy 

MINIMUM  BREAKING  STRENGTH  30kWG744LBS,  *9kN 

MINBWHJM  BREAKING  STRENGTH  4*  30kN/G744LBS,  ^  SkN 

WEIGHT  175  g 

WEIGHT  174  g 

FlhBSH  NickelKdiromed  White/YellowZInc 

FINISH  Nickel-chromed^WhiteiYelEow  Zinc 

SPECIFICATION  >  Opening:  23  mm 

SPECIFICATION  >  Opening:  23  mm 

>  Width:  65  mm 

>  Width:  65  mm 

>  Length:  111  mm 

>  Length:  111  mm  _ 

S 


tee!  Carabiner 


YIC006S 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  5QkNtf1240LB% 

WEIGHT  265  g 

FINISH  Nickel-chromed  .WhtteiYelbw  Zinc 
SPECIFICATION  >  Opening:  25  mm 

>  Width:  76  mm 

>  Length:  117  mm 


MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  4F  S0kN/11240LBS;  *fkN 
WEIGHT  250  g 

FINISH  Nickel-diromed,  White  Afellow  Zinc 
SPECIFICATION  >  Opening:  26  mm 

>  Width;76  mm 

>  Length:  117  mm 

EN362 


YIC002S 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  4QkN/B992LBS,  *  SkN,  tfsMGkN 

WEIGHT  180  g 

FINISH  Njckel-chriomedl3WhlteiYellow  Zinc 
SPECIFICATION  >  Opening:  24  mm 

>  Width:  65  mm 

>  Length:  110  mm 


YIC0Q2D 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  40kNffl992L8S,  *9kN 
WEIGHT  183  g 

FINISH  Nickel-chromed .White/Yeilow  Zinc 
SPECIFICATION  >  Opening;  24  mm 

>  Width:  65  mm 

>  Length:  116  mm 
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Carabiner 


Steel  Carabiner 


YIC005S 

MATERIA!  High  Tonsil#  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  iY  50kN/11240LBS,  *9kN,  SkN 
WEIGHT  205  g 

FINISH  Nicikel-chTonned.WhtCBrt'ellow  Zinc 

_ _ I  ED  Coating 

SPECIFICATION  >  Opening;:  18  mm 

>  Width:  59  mm 

>  Length:  106  mm 


YIC005D 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  IF  50kNni24QLBS,  ^  9kN 
WEIGHT  215  g 

FINISH  Nickel-chromed  .V^ite/Yellow  Zinc 
/  ED  Coating 

SPECIFICATION  >  Opening:  18  mm 

>  Width:59  mm 

>  Length:  106  mm 


YIC007S 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  o  25kN/5620LBS,  $9kN,  SkN 

WEIGHT  215  g 

FINISH  NickelHchramed.WhfieAfello^  Zinc 
SPECIFICATION  >  Opening:  26  mm 

>  Width:  75  mm 

>  Length:  118  mm 


YIC007D 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  0  25kN/5620LBS,  *  9kN 
WEIGHT  230  g 

FINISH  Nidtel'diromed.WhitfiifYellow  Zinc 
SPECIFICATION  >  Opening:  26  mm 

>  Width:  75  mm 

>  Length:  118  mm 


Aluminum  I  Steel  I  Stainless 


YIC014S 

Material  High  Tsnate  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  30kN/6744LBS,  £1 4kN,<fc3F  8kN 

WEIGHT  182  g 

FINISH  NicKel-chnomed.Whi'te/YeOow  Zinc 
SPECIFICATION  >  Opening:  22  mm 

>  Width:  62  mm 

>  Length1- 108  mm 


YIC014D 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  <F  30kM/6744LBSJ  ^14kN,<eOF  SkN 
WEIGHT  190  g 

FINISH  MicKel-chromed.WhFte/Yellow  Zinc 
SPECIFICATION  >  Opening:  22  mm 

>  Width:  62  mm 

>  Length:  108  mm 


YIC015S 

YIC015D 

MATERIAL  High  Tensile  Steel  Alloy 

MATERIAL  High  Tensile  Steel  Alloy 

MINIMUM  BREAKING  STRENGTH  11  5QkM/11 240 LBS,  £  1 6kN,  ICS*  BkN 

MINIMUM  BREAKING  STRENGTH  IF  50kWll240LBS.  •  1 6kN,  IGOFBkN 

WEIGHT  240  g 

WEIGHT  249  g 

FINISH  Ni^l^hfomed.Whtte/Yeltow  Zinc 

FINISH  Niekel^hromed,White/Yelk>w  Zinc 

SPECIFICATION  >  Opening:  28  mm 

SPECIFICATION  >  Opening:  28  mm 

>  Width:  79  mm 

>  Width:  79  mm 

>  Length:  120  mm 

>  Length:  120  mm 
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Carabiner 


teel  Carabiner 


YIC0016T 

MATERIAL  High  Tensile  Steel  Alloy 

MINIMUM  BREAKING  STRENGTH  4i  50W1124QIBS,  *  ISfcN,  «*»  SkN 
WBGHT  213  g 

FINISH  Nickel-chromed While  /Yellow  Zinc 
/ED  Coating 

SPECIFICATION  >  Opening:  23  mm 

>  Width:  6B  mm 

>  Length:  110  mm 


YSC018T 

MATERIAL  Stainless  Steel 

MINIMUM  BREAKING  STRENGTH  »  3QkN/£744lB$,  9kN 
WEIGHT  261  g 
FINISH  Polished 

SPECIFICATION  >  Opening:  27  mm 

>  Width:®  1  mm 

>  Length:  112  mm 


YICQ12S 


MATERIAL  High  Tensile  Steel  Alloy 

MINIMUM  BREAKING  STRENGTH  4*  3GKN/6744LBS,  *  16kNp«coM2kN 
WEIGHT  eSCg 

FINISH  Nickei^diromed.WhiEe/YellowZInc 
/ED  Coatin 


SPECIFICATION  >  Opening:  S7  mm 

>  Width:  126  mm 

>  Length:  227  mm 


YIC009D 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  35kN/7688LBS,  *  9kN 
WEIGHT  406  g 

FINISH  NiekeLehromed^hlt&fyeikwZIne 
SPECIFICATION  >  Opening:  41  mm 

>  Width:  106  mm 

>  Length:  165  mm 
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Carabiner 


Aluminum 


Steel 


Stainless 


luminum  Carabiner 


YAC001S 

MATERIAL  Aluminum  Alloy 

MINIMUM  BREAKING  STRENGTH  ->  22HM5G0OLBS,  -  flkN,  <  :+  BkN 
WEIGHT  79  g 
FINISH  Anodized 

SPECIFICATION  >  Opening :  20  mm 

>  Width:  64  mm 

>  Length:  110  mm 

EN362 


YAC001D 

MATERIAL  Aluminum  Alley 

MINIMUM  BREAKING  STRENGTH  *  22kN/500QLBS,  BkN,  -  ::  BkN 

WEIGHT  88  g 
FINISH  Anodized 

SPECIFICATION  >  Opening:  20  mm 
*  Width:  64  mm 
>  Length:  110  mm 

EN362 


YAC012S 

MATERIAL  Aluminum  Alloy 

MIN i M ! J M  BREAKING  SIREN GT I  25kN / 5620L BS .  8kN.  3k H 

WEIGHT  94  g 
FINISH  Anodized 

SPECIFICATION  >  Opening:  25  mm 

>  Width:  74  mm 

>  Length:  114  mm 

((  EM362 


YAC012O 

MATERIAL  Aluminum  Alloy 

MINIMUM  BREAKING  STRENGTH  <>  25kN/5620LBS.  *  8kN 
WEIGHT  100  g 
FINISH  Anodized 

SPECIFICATION  >  Opening:  25  mm 
Width:  74  mm 
>  Length:  114  mm 

(£  EN362 
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Carabiner 


Aluminum  Carabiner 


YAC011S 

MATERIAL  Aluminum  Alloy 

MINIMUM  BREAKING  STRENGTH  25kN/5620LBS,  ■>  8kN,  '  8kN 

_ WEIGHT  96  g 

FINISH  Anodized 

SPECIFICATION  >  Opening:  28  mm 

>  Width:70  mm 

>  Length:  120  mm 


YAC011D 

MATERIAL  Aluminum  Aik>y 

MINIMUM  BREAKING  STRENGTH  #  22kN/500QLBSJ  *  0kN,  '  '  SkN 
WEIGHT  100  g 
FINISH  Anodized 

SPECIFICATION  >  Opening;  28  mm 

>  Width:70  mm 

>  Length:  120  mm 


YAC014S 

MATEW,'  Aluminum  Aiioy 

MINIMUM  BREAKING  STRENGTH  **  25kM5e2QLBS,  4  BkN,  BkN 
WEIGHT  85  g 
HNISH  Anodized 

SPECIFICATION  >  Opening:  25  mm 

>  Width:  73  mm 

>  Length:  116  mm 


YAC014D 

MATERIAL  Aluminum  Alloy 

MINIMUM  BREAKING  STRENGTH  -  25kN/562QLBS,  *  8kN,  ■  >  BkN 

WEIGHT  85  g 
FINISH  Anodized 

>  Opening:  25  rr-m 

>  Width:  73  mm 

>  Length:  116  mm 


Aluminum 


Steel 


Stainless 


YAC0155 

MATERIAL  Aluminum  Alloy 

MIN  I M  U  M  OR  EA  KING  STREW G7> :  30kN  HE 744 LBS.  BkN,  GkN 

WEIGHT  82  g 
FINISH  Anodized 

SPECIFICATION  >  Opening:  22  mm 

>  Width:  74  mm 

>  Length:  110  mm 

££  EN362 


YAC01SD 

MATERIAL  Aluminum  Alloy 

MINIMUM  BREAKING  STRENGTH  ■>  30kN/6744LBS,  *  8kN,  8kN 
WEIGHT  88  g 
FINISH  Anodized 

SPECIFICATION  >  Opening:  22  mm 

>  Width:  74  mm 

>  Length:  110  mm 

(£  EN362 


YAC017S 

MATERIAL  Aluminum  Alloy 

MIN i M ! J M  BREAKING  SIREN GT i  25kN / 5620L BS .  BkN.  9 kN 

WEIGHT  93  g 

FINISH  Anodized 

SPECIFICATION  >  Opening:  25  mm 

>  Width:  74  mm 

>  Length;  113  mm 


YAC017O 

MATERIAL  Aluminum  Alloy 

MINIMUM  BREAKING  STRENGTH  <►  25kN/5620LBS,  8kN,  8kN 
WEIGHT  98  g 
FINISH  Anodized 

SPECIFICATION  >  Opening:  23  mm 
Width:  74  mm 
»  Length:  113  mm 


EN362 
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Carabiner 


Aluminum  Carabiner 


YAC016S 

MATERIAL  Aluminum  Alloy 

MINIMUM  BREAKING  STRENGTH  <►  25kN/5620LBS,  *  8kNh  8kN 
WEIGHT  95  g 
FINISH  Anodized 

SPECIFICATION  >  Opening:  23  mm 

>  Width:  74  mm 

>  Length:  107  mm 


YAC016D 

MATERIAL  Aluminum  Alloy 

MNMUM  BREAKING  STRENGTH  #  25kN;5620LBS,  ♦  SkN 
WEIGHT  100  g 
FINISH  Anodized 

SPECIFICATION  >  Opening:  23  mm 

>  Width:74  mm 

>  Length:  107  mm 


YAC025S 

MATERIAL  Aluminum  Alloy 

MINIMUM  BREAKING  STRENGTH  30kN,'67*4LB5.  8kN 
WEIGHT  98  g 
FINISH  Anodized 

SPECIFICATION  >  Opening:  22  mm 

>  Width:  72  mm 

>  Length:  116  mm 


YAC025D 

MATERIAL  Aluminum  Alloy 

MINIMUM  BREAKING  STRENGTH  o  30kN/6744LBS,  *  fllsN 
WEIGHT  104  g 
FINISH  Anodized 

SPECIFICATION  >  Opening:  22  mm 

>  Width:  72  mm 

>  Length:  116  mm 


EN362 


EN362 


Aluminum 


Steel 


Stainless 


YAC019S 

MATERIAL  Aluminum  Alloy 

MINIMUM  BREAKING  STRENGTH  25kW562QLBS,  *8kN,1K»BkN 
WEIGHT  95  g 
finish  Anodized 

SPECIFICATION  >  Opening:  24  mm 

>  Width:  78  mm 

>  Length- 118  mm 


YAC019D 

MATERIAL  Aluminum  Alloy 

MINIMUM  BREAKING  STRENGTH  25kN/5620LBS,  ■  8kN 
WEIGHT  101  g 
FINISH  Anodized 

SPECIFICATION  >  Opening:  22  mm 

>  Width:  78  mm 

>  Length:  118  mm 


YAC021S 

MATERIAL  Aluminum  Alloy 

MINIMUM  BREAKING  STREN  GTH  <►  22kN/5000LBS,  *  8kNr  SkH 
WEIGHT  105  g 
FINISH  Anodized 

SPECIFICAnON  >  Opening:  22  mm 

>  Width:  89  mm 

>  Length:  128  mm 


YAC021D 

MATERIAL  Aluminum  Alloy 

MINIMUM  BREAKING  STRENGTH  22kN/5000LBS.  8kN 
WEIGHT  110  g 
FINISH  Anodized 

SPECIFICATION  >  Opening:  22  mm 

>  Width:  89  mm 

>  Length:  128  mm 


Carabiner 


luminum  Carabiner 


YAC004S 

MATERIAL  Aluminum  Alloy 

MINIMUM  BREAKING  STRENGTH  fr  22kN/5CQ0LBS,  *  7k H.  7kN 

_ WEIGHT  S3  9 

FINISH  Anodized 

SPECIFICATION  >  Opening:  16  mm 

>  Width:  59  mm 

>  Length:  102  mm 


YAC026S 

MATERIAL  Aluminum  Alloy 

MINIMUM  BREAKING  STRENGTH  #  40kN/6992LBS,  * 12kNh  4*0*  IGkN 
WEIGHT  138  g 
FINISH  Anodized 

SPECIFICATION  >  Opening:  26  mm 

>  Width:  09  mm 

>  Length:  137  mm 


MATERIAL  Aluminum  Altoy 

MINIMUM  BREAKING  STRENGTH  22kW500QLBS,  *  7kN.<e»7kN 

_ WEIGHT  59  g 

RNISH  Anodized 

SPECIFICATION  >  Opening:  24  mm 

>  Width:  66  mm 

>  Length:  106  mm 


YAC024D 


MATERIAL  Aluminum  Alloy 

MINIMUM  BREAKING  STRENGTH  4\  25kN/562QLBS,  6kN 
WEIGHT  317  g 
FINISH  Anodized 

SPECIFICATION  >  Opening:  50  mm 

>  Width:  144  mm 

>  Length:  200  mm 


££  EN362 


Aluminum 


Steel 


Stainless 


ielectric  Part 


YDE001 

MATERIAL  Sheet,  Steel,  Heat  Treated 
MINIMUM  BREAKING  STRENGTH  23kN/5G00LBS 
MEETS  ANSI  2359.12-09 
CSA  2359,12-11 
Min.  SkV  Dielectric  Resistance 
WEIGHT  166  g 

Plastic  Molding 

100%  Proof  Load  to  16kN/3600LBS 


YDE005 

MATERIAL  Sheet  ,  Steel,  Heat  Treated 
MINIMUM  BREAKING  STRENGTH  1  BkNMOOO  LBS 
MEETS  ANSI  Z359. 12-09 
CSA  2359,12-11 
Min.  9kV  Dielectric  Resistance 
WEIGHT  47  g 

Plastic  Molding 


YDE002 

MATS?IAL  Sheet,  Steel,  Heat  Treated 
MINIMUM  BREAKING  STRENGTH  23kN/50G0LBS 
MEETS  ANSI  2359.12-09 
CSA  2359. 12-11 
Mid.  9kV  Dielectric  Resistance 
WEIGHT  166  g 

Plastic  Molding 

100%  Proof  Load  10  l6kN/360CLBS 


YDE006 

MATERIAL  Sheet,  Steel,  Heal  Treated 
MINIMUM  BREAKING  STRENGTH  18kN/4000LBS 
MKTS  ANSI  Z359. 12-09 
CSA  2359.1 2-11 
Min.  9k' V  Dielectric  Resistance 
WEIGHT  63  g 

Plastic  Molding 


44 


Carabiner 


NAL  HON 

INDUSTRIAL  CO.,  LTD. 


Always  Secure 


YIDOOI 


MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  25kN/562CLBS 
WEIGHT  160  g 

FINISH  Nickel-chromed  .White/ 

Yellow  Zinc 

SPECIFICATION  >  Webbing:  53  mm 

>  Width:  7$  mm 

>  Length:  100  mm 


YID002 


MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  22kN/$0QCLBS 

_ WBGHT  13  6  g 

FINISH  N  ickel^chromed  .White/ 
Yellow  Zinc/  ED  Coating 
SPECIFICATION  >  webbing;  S3  mm 
>  Width:  78  mm 


>  Length:  100  mm 


Aluminum  I  Steal  I  Stainless 


YID004 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  25kN/5620LBS 
WBGHT  177  g 

FINISH  Nickel-chromed, White/ 
Yellow  Zinc 

SPECIFICATION  >  Webbing:  54  mm 

>  Width:  70  mm 

>  Length:  105  mm 


YID003 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  22NN/5000LBS 
WEIGHT  139  g 

FINISH  Nickei-chromed. White/ 
Yellow  Zinc/  EO  Coating 
SPECIRCATION  >  Webbing:  53  mm 

>  Width:  86  mm 

>  Length:  110  mm 


Steel  Ring 


YID005 


YID030 


MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  25kW5620LBS 
WEIGHT  110  g 

FINISH  Nickel-chramed.WhitaAfellow  Zinc 
SPECIFICATION  >  Webbing:  44  mm 

>  Width:  63  mm 

>  Length:  70  mm 


MATERIAL 

MINIMUM  BREAKING  STRENGTH 
WEIGHT 
FINISH 
SPECIFICATION 


High  Tensile  Steel  Alloy 
25kN/5620LBS 
79  g 

Nickel-chromed,  White/Yellow  Zinc 

>  Webbing:  45  mm 

>  Width:  60  mm 

>  Length:  57  mm 


YID009 

MATERIAL  High  Tensile  Steel  Alloy 
M1NIMU  M  BREAKING  STRENGTH  25KN/562G  LBS 
WEIGHT  98  g 

FINISH  Nickel-chromed  .Whiteffellow  Zinc 
SPECIFICATION  >  Webbing:  50  mm 

>  Width:  66  mm 

>  Length:  62  mm 


YID031 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  25kN/562GLBS 
WEIGHT  61  g 

FINISH  Nickek;bromed,White/YeElow  Zinc 
SPECIFICATION  >  Webbing:  50  mm 

>  Widlh:  65  mm 

>  Length:  59  mm 


Aluminum 


Steel 


Stainless 


5mm 


YID028 


MATERIAL  H3gh  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  22MW5000LBS 
WEIGHT  76  g 

FINISH  Nickel-chromed,Whlte/Ye]Eow  Zinc 
SPECIFICATION  >  Webbing:  45  mm 
>  Width:  66  mm 


>  Length:  61  mm 


YID027 


MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  22kN/5t)OOLS5 
WEIGHT  140  g 

FINISH  Nickel-chromed, White/Yellow  Zinc 
SPECIFICATION  >  Webbing:  53  mm 

>  Width:  66  mm 

>  Length:  110  mm 


YID006 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  25kN/S62GLBS 
WEIGHT  115  g 

FINISH  Nickel-chromed .White/Yeitow  Zinc 
SPECIFICATION  >  Webbing:  46  mm 

>  Width:  70  mm 

>  Length:  78  mm 


YID032 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  2SkN/5S2GLBS 
WEIGHT  116  g 

FINISH  N  ickel-ch  rented  .White/Yel  low  Zinc 
SPECIFICATION  >  WebWng:  46  mm 

>  Width:  70  mm 

>  Length:76  mm 


Steel  Ring 


YID01O 


YID012 


material 

MINIMUM  BREAKING  STRENGTH 
WEIGHT 
FINISH 

SPECIFICATION 


High  Tensile  Steel  Alloy 

22kN/5MQLBS 

72g 

Nickel-chromed,  White  Afellow  Zinc 

>  Webbing:  52  mm 

>  Width:  67  mm 

>  Length:  56  mm 


MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  22kW50Q0LBS 
WEIGHT  132  g 

FINISH  Nbfcel-chrometJ.White/Yellow  Zinc 
SPECIFICATION  >  Webbing;  54  mm 

>  Width:  77  mm 

>  Length:  68  mm 


YID013 


YID014 


MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  22kN/SOOOLBS 
WEIGHT  43  g 

FINISH  Nickel-chromed  .WhrteAfeNow  Zinc 
SPECIFICATION  >  Webbing:  51  mm 

>  Width:  65  mm 

>  Length:  61  mm 


Material  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  22kN/5Q0QLBS 
WEIGHT  86  g 

FINISH  Nickef-chromecbWhite/Yellow  Zinc 
SPECIFICATION  >  Webbing;  50  mm 
>  Width:  67  mm 


>  Length;  76  mm 


Aluminum 


Steel 


Stainless 


YID034 


YID017 


MATERIAL  High  Tensile  Steel  Alley 
MINIMUM  BREAKING  STRENGTH  25kN/5620LBS 
WEIGHT  49  g 

FINISH  Nickel-chramed.White/Yeibw  Zinc 
SPECIFICATION  >  Webbing:  38  mm 
>  Width:  54  mm 
Length.  29  mm 


MATERIAL  High  Tensile  Steel  Alby 
MINIMUM  BREAKING  STRENGTH  25kN/5620LBS 
WEIGHT  35  g 

finish  Nickel-chromed, White/Yellow  Zinc 
SPECIFICATION  >  Webbing;  38  mm 
>  Wire  Ota:  6  35  mm 


YIDQ18 

MATERIAL  High  Tensile  Steel  Alloy 
.  .  L  ;.  V  .  ■  25*.\/5S20_B.5 

WEIGHT  81  g 

FINISH  Nickel-chromed, Whpte/Yelbw  Zinc 
SPECIFICATION  >  Webbing:  50  mm 
>  Wire  Dia:  8  mm 


YID019 

MATERIAL  High  Tensile  Steel  Alloy 
■  .  i-£AS--.!w;  S’  25kN/5620LBS 

WEIGHT  328  g 

FINISH  Nickel-chromed, White/Yellow  Zinc 
SPECIFICATION  >  Webbing:  78  mm 
>  Wire  Dia:  13.5  mm 


Steel  Ring 


YID007 


YID026 


MATERIAL  High  Tensile  Stee I  Alley 
MINIMI J  M  BREAKING  STRENGTH  25kN/5620LBS 
WEIGHT  86  g 

FINISH  Nickel-chromed  ,White/Ye|3aw  Zinc 
SreanGATTON  >  Webbing:  32  mm 

>  Width:  47  mm 

>  Length:  72  mm 


_ MATERIAL  High  Tensile  Steel  Alloy 

MINIMUM  BREAKING  STRENGTH  22kW50GOLBS 
WEIGHT  76  g 

FINISH  Nicket-chromerf,White/Yellow  Zinc 
SPECIFICATION  >  Webbing:  31  mm 
>  Width:  47  mm 


>  Length:  66  mm 


YID015 


YID016 


MATERIAL  High  Tensile  Steel  Alloy 
M1NIMU  M  BREAKING  STRENGTH  25kN/562G  LBS 
WEIGHT  &B  g 

FINISH  Nickel-chromed  .WhiteAfellow  Zinc 
SPECIFICATION  >  Webbing;  51  mm 

>  Width:  67  mm 

>  Length:  41  mm 


MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  25kN/562GLBS 
WEIGHT  125  g 

FINISH  NickehshromecbWhite/YeElow  Zinc 
SPECIFICATION  >  Webbing;  53  mm 

>  Width:  72  mm 

>  Length:  57  mm 


Aluminum 


Steel 


Stainless 


YID021 

MftlERJAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  25kN/5620LBS 
WEIGHT  41  g 

Flh^H  Nicke!-chrcmed,Whitf^elkiw  Zinc 
SPECIFICATION  >  Webbing:  45  mm 

>  Width:  59  mm 

>  Length:  45  mm 


YID022 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  25kN/562GLBS 
WEIGHT  56  g 

FINISH  N  idcel-ch  romsd ,  White /  Yel  low  Zinc 
SPECIFICATION  >  Webbing:  44  mm 

>  Width:  56  mm 

>  Length;  55  mm 


YID023 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  22kN/5000LBS 
WEIGHT  69  g 

FINISH  Nickel-chromed,  White/Yeitow  Zinc 
SPECIFICATION  >  Webbing;  47  mm 

>  Width:  62  mm 

>  Length:  60  mm 


YID024 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  25kN/5620LBS 
WEIGHT  103  g 

FINISH  Nickel-chromed, White/Yellow  Zinc 
SPECIFICATION  >  Webbing;  04  mm 
>  Width:  100  mm 
*  Length:  70  mm 


luminum  Ring 


YAD001 

MATERIAL  Aluminum  Alloy 
M1MIMU  M  BREAKING  STRENGTH  1  flkN/4  046  LBS 
WEIGHT  46  g 
FINISH  Anodized 

SPECIFICATION  >  Webbing:  45  mm 

>  Width:  70  mm 

>  length:  70  mm 


YAD005 

MATERIAL  Aluminum  Alloy 
MINIMUM  BREAKING  STRENGTH  1 8kN/4G46LBS 
WEIGHT  46  g 
FINISH  Anodized 

SPECIFICATION  >  Webbing:  45  mm 

>  Width:  70  mm 

>  Length:  7Q  mm 


YAD012 


YAD004 


MATERIAL  Aluminum  Alloy 
MINIMUM  BREAKING  STRENGTH  22kN/50QGLB5 
WEIGHT  66  g 
FINISH  Anodized 

SPECIFICATION  >  Webbing:  46  mm 

>  Width:  76  mm 

>  Length:83  mm 


MATERIAL  Aluminum  Alloy 
MINIMUM  BREAKING  STRENGTH  22kM/5000LBS 
WEIGHT  66  g 
FINISH  Anodized 

SPECIFICATION  >  Webbing:  46  mm 

>  Width:  76  mm 

>  Length:  83  mm 


Aluminum 


Steel 


Stainless 


YAD006 

MATERIAL  Aluminum  Alloy 
MINIMUM  BREAKING  STRENGTH  22kN/5CQ0LBS 
WEIGHT  40  g 
FINISH  Anodized 

SPECIFICATION  >  Webbing:  27  mm 

>  Width:  51  mm 

>  Length:  51  mm 


YAD010 

MATERIAL  Aluminum  Alloy 
MINIMUM  BREAKING  STRENGTH  22kN/500GLBS 
WEIGHT  107  g 
FINISH  Anodized 

SPECIFICATION  >  Webbing:  53  mm 

>  Width:  81  mm 

>  Length:  112  mm 


YAD007 

MATERIAL  Aluminum  Alloy 
MINIMUM  BREAKING  STRENGTH  22kN/5000LB5 
WEIGHT  GO  g 
FINISH  Anodized 

SPECIFICATION  >  Webbing:  45  mm 
»  Width:  69  mm 
>  Length:  69  mm 


YAD008  — 

MATERIAL  Aluminum,  Alloy 
MINIMUM  BREAKING  STRENGTH  20kN/44&6LBS 
WEIGHT  45  3 
FINISH  Anodized 

SPECIFICATION  >  WebWng:  59  mm 

>  Width:  79  mm 

>  Length:  79  mm  _ 
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Aluminum 


Steel 


Stainless 


YIB001 


YIB002 


MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  1 7.8kN/4GGGLBS 
WEIGHT  54  3 

FINISH  Nickel-chromed  ,Wlh  ite/Yellow  Zinc 
SPECIFICATION  >  Webbing-  45  mm 
>  Width:  73  mm 


Material  High  Tensile  Steal  Alloy 
MINIMUM  BREAKING  STRENGTH  1 7  BkNMOOOL  BS 
WEIGHT  493 

FINISH  Nickel-chJXMned^ite/Yellow  Zinc 
SPECIFICATION  >  Webbing:  45  mm 
>  Width:  60  mm 


>  Length:  40  mm 


>  Length:  31  mm 


YIB003 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  1 7.8kN74G00LBS 
WEIGHT  52  g 

FINISH  Nickel-chromed,  White/Yeilow  Zinc 
SPECIFICATION  >  Webbing:  45  mm 

>  Width:  63  mm 

>  Length:  50  mm 


YIB004 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  1 7  BkN/4000L  BS 
WEIGHT  43  g 

finish  Nickel-chmmed, White/Yellow  Ztnc 

>  Webbmg:  45  mm 

>  Width:  SB  mm 

>  Length:  33  mm 


Steel  Buckle  series  products 


YIBD11 

MATERIAL  High  Tensile  Steel  Alloy 
M IMIMU  M  BREAKING  STRENGTH  22 . 3kN/5000LB  S 
WEIGHT  73  g 

FINISH  MckeHchromed.WhtterTellow  Zinc 
SPECIFICATION  >  Webbing:  45  mm 

>  Width;  71  mm 

>  Length;  4S  mm 


YIB012 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  22.3feN/50G0LBS 
WEIGHT  48  g 

FINISH  Nk:kel-chromed,Whlte/YellowZinc 
SPECIFICATION  >  Webbing;  45  mm 

>  Width:  57  mm 

>  Length:  38  mm 


YIB017 


YIB016 


MATERIAL  High  Tensile  Steel  Alloy 
MINIMU  M  BREAKING  STRENGTH  1 7  8kN/4O0OLB$ 

WEIGHT  58  g 

FINISH  Nickel-chromed  .WhitefTeNow  Zinc 

>  Webbing:  45  mm 

>  Width;  62  mm 
^  Lengtti:  45  mm 


MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  17.8kN/400GLBS 
WEIGHT  40  g 

FINISH  Nickek;bromed,White/Yellow  Zinc 
SPECIFICATION  >  Webbing;  45  mm 

>  Widlh:  58  mm 

>  Length:  29  mm 


Aluminum 


Steel 


Stainless 


YIB028 


YIB029 


MATERIAL 

MINIMUM  BREAKING  STRENGTH 
WEIGHT 
FINISH 
SPECIFICATION 


High  Tensile  Steel  Alloy 
17,8kN/40DGLB5 
47  g 

Nsckel’Chromed^htte/Yeilow  Zinc 
=■  Webbing:  45  mm 

>  Width;  71  mm 

>  Length;  42  mm 


MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  T7,8kN/4GG0LBS 
WEIGHT  37  g 

'  _  FINISH  Nickel-chromed, White/Yellow  Zinc 

SPECIFICATION  >  Webbing.  44  mm 

>  Width:  57  mm 

>  Length;  37  mm 


YIB005 


YIB022 


MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  1 7.6kN/4000LBS 
WEIGHT  47  g 

FINISH  Nickel-chromed .Whlte/Yellow  Zinc 
SPECBCATION  >  Webbing:  45  mm 
>  Width;  57  mm 


MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  17.8kN/4GGQLBS 
WEIGHT  60  g 

FINISH  Nickel-chromed,  White/Yellow  Zinc 
SPECIFICATION  >  WsbWng;  50  mm 
>  Width;  67  mm 


>  Length.  34  mm 


>  Length;  44  mm 


Steel  Buckle  series  products 


YIBQ06 


YIB033 


_ MATERIAL  High  Tensile  Steel  Alloy 

MINIMUM  BREAKING  STRENGTH  12kN/2698LBS 
WEIGHT  30  g 

FINISH  Nickei^namedjWhiteAfalJow  Zinc 
SPECIFICATION  >  Webbing:  45  mm 

>  Width:  58  mm 

>  Length:  28  mm 


MATERIAL 

MINIMUM  BREAKING  STRENGTH 
WEIGHT 
FINISH 
SPECIFICATION 


High  Tensile  Steel  Alloy 
1 7.8RN/4000LBS 
38  g 

Nickel-chromed,  White/Yellow  Zinc 

>  Webbing:  45  mm 

>  Width:  61  mm 

>  Length:  36  mm 


YIB007 


YIB010 


MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  17  SkN/4000L8S 
WEIGHT  39  g 

FINISH  Nickel-chromed  .White/Yellow  Zinc 
SPECRCARQN  >  Webbing;  45  mm 

>  Width:  64  mm 

>  Length:  36  mm 


MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  17.8kN/40GGLBS 
WEIGHT  75  g 

FINISH  Nickek;bromed,White/Yeflow  Zinc 
SPECIFICATION  >  Webbing;  45  mm 

>  Width:  58  mm 

>  Length:  44  mm 


Aluminum 


Steel 


Stainless 


YIB008 


Y1B027 


MATERIAL 

MINIMUM  BREAKING  STRENGTH 
WEIGHT 
FINISH 
SPECIFICATION 


High  Tensile  Steel  Alloy 
17,akNMQQ0LBS 
101  g 

Nickel-chromed.White/yeitow  Zinc 

>  Webbing:  45  mm 

>  Width:  61  mm 

>  Length:  42  mm 


MATERIAL 

MINIMUM  BREAKING  STRENGTH 
WEIGHT 
FINISH 
SPECIFICATION 


High  Tensile  Steel  Alloy 
17.8khtf4GG0LBS 
132  g 

Nickel^hromed.Whate/Yellcw  Zinc 

>  Webbing:  45  mm 

>  Width:  60  mm 

>  Length:  53  mm 


YIB038 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  17.8kN/4Q00LBS 
WEIGHT  124  g 

FINISH  Nickel-chromed .WhFte/Ybltow  Zinc 
SPECIFICATION  >  Webbing:  45  mm 

>  Width:  60  mm 

>  Length:  73  mm 


YIB047 

MATERIAL  High  Tonsils  Steel  Aitoy 
MINIMUM  BREAKING  STRENGTH  1 7 .  BklMWOOOLBS 
WEIGHT  135  g 

FINISH  Nickel-chromed, White/Yellow  Zinc 
SPECRCATION  >  Webbing;  45  mm 

>  Width:  73  mm 

>  Length;  60  mm 
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Buckle 


Steel  Buckle  series  products 


YIB013 


MATERIA ■  High  Tensile  Steel  Alloy 


MINIMUM  BREAKING  STRENGTH  17  SklWJQOLBS 


WEIGHT  79  g 


FINISH  Nieke^chramed,  White  Afellow  Zinc 


SPECIFICATION  >  Webbing:  45  mm 

>  Width:  63  mm 

>  Length:  50  mm 


YIB014 


MATERIAL  High  Tensile  Steel  Alloy 


MINIMUM  BREAKING  STRENGTH  9kM2023LBS 


WEIGHT  110  g 

FINISH  Nickel-chromed, White/Yellow  Zinc 


SPECIFICATION  ?  Webbing:  45  mm 

>  Width:  55  nnm 

>  Length:  64  mm 


YIB015 


YIB030 


MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  9kN/2Q23LBS 
WEIGHT  110  g 

FINISH  NiGket-chromed.WhitBAfeHow  Zinc 

>  Wnbhing:  45  mm 

>  Width:  55  mm 


MATERIAL  High  Tensile  Steel  Alloy 
MINIUM  BREAKING  STRENGTH  1  BkM/4046LBS 
WEIGHT  92  g 

FINISH  Nickel-cbromed,White/YeHow  Zinc 
SPECIFICATION  >  Webbing:  45  mm 
>  Width:  52  mm 


>  Length:  64  mm 


>  Length:  63  mm 


Aluminum 


Steel 


Stainless 


YIB0Q9 


Y1B018 


_ MATERIAL  High  Tensile  Steel  Alloy 

MINIMUM  BREAKING  STRENGTH  9kN/2023LBS 
WEIGHT  39  g 

FINISH  Nickel-chromed ,White/YeHow  Zinc 
SPECIFICATION  >  Webbing:  30  mm 
>  Width:  40  mm 


>  Length:  40  mm 


_ MATERIAL  High  Tensile  Steel  Alloy 

MINIMUM  BREAKING  STRENGTH  i7.8kN/40Q0L£S 
WEIGHT  100  g 

FINISH  N  ickel-ch  roroed ,  White/YeL low  Zinc 
SPECIFICATION  >  Webbing:  50  mm 

>  Width:  68  mm 

>  Length:  53  mm 


YSB023 

material  Stainless  Steel 
MINIMUM  BREAKING  STRENGTH  T  2k  N/2G98LBS 
WEIGHT  181  g 
FINISH  Polished 

SPECIFICATION  >  Wn  doing:  50  mm 

>  Width:  75  mm 

>  Length.  90  mm 


YSBG24 

MATERIAL  Stainless  Steal 
MINIMUM  BREAKING  STRENGTH  12fcW2898LBS 
WEIGHT  97  g 
FINISH  Polished 

SPECIF ICATIONM  >  WebWng:  50  mm 

>  Width:  76  mm 

>  Length:  70  mm 


Steel  Buckle  series  products 


YIB048 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  1 2kN/26SBLBS 
WEIGHT  50  g 

FINISH  NidteFdimmed.WhiteAfellow  Zinc 
/EO-Coal ing 

: !  •  '  ;  •  >  Webbing;  45  mm 

>  Width:  46  mm 

>  Length:  65  mm 


YIB049 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  9kN/2Q33LBS 
WEIGHT  37  g 

FINISH  Nicket^ihromed^White/Yellow  Zinc 
/ED-Coating 

SPECIFICATION  >  Webbing:  30  mm 
»  Width;  42  mm 

>  Length:  50  mm  _ 


YIB050 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  9fcM2033LBS 
WEIGHT  21.5  g 

FINISH  Nickel-chromed  .Whiteftfellow  Zinc 
/ED-Coating 

SPECIFICATION  >  Webbing:  45  mm 

>  Width:  44  mm 

>  Length:  59  mm 


YIB051 

MATERIAL  Hig  h  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  9kN/2033LBS 
WE3GKT  27  g 

FINISH  Nickei^hromecLWhit&'Yeilow  Zinc 
/ED-Goating 

SPECIFICATION  >  Webbing:  45  mm 

>  Width :  30  mm 

>  Length:  60  mm 


63 


YIB020 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  15kN/3372LBS 
WEIGHT  102  g 
FINISH  EDvCoatlng 
SPECIFICATION  >Webbmg:45mm 

>  Width:  64  mm 

>  Length:  75  mm 


YIB019 

MATERIAL  High  Tensate  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  12kM/269BLBS 
WEIGHT  130  g 
FINISH  ED-Coating 
SPECIFICATION  >  Webbing:  45  mm 

>  Width:  66  mm 

>  Length:  72  mm 


YIB021 

maTEReal  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  17.fikNMQOOLBS 
WEIGHT  130  g 
FINISH  ED-Coating 
SPECIFICATION  »  Webbing:  45  mm 

>  Width:  61  mm 

>  Length:  75  mm 
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Buckle 


Aluminum  Buckle  series  products 


YAB001 

MATERIAL  Aluminum  Aitay 
MINIMI  J  M  BREAKING  STRENGTH  9kN/2023LSS 
WEIGHT  29  g 
FINISH  Anodized 

SPECIFICATION  >  Webbing:  45  mm 

>  Width:  60  mm 

>  Length:  35  mm 


YAB002 

MATERIAL  Aluminum  Alloy 
MINIMUM  BREAKING  STRENGTH  9kN/2Q23LBS 

_ WBGHT  23  g 

FINISH  Anodized 

SPECIFICATION  >  Webbing:  45  mm 

>  Width:  57  mm 

>  Length:  27  mm 


YAHOO 3 


MATERIAL  Aluminum  Alloy 
MINIMUM  BREAKING  STRENGTH  9kN/2Q23LBS 
WEIGHT  20  g 
FINISH  Anodized 

•  :  >  Webbing:  45  mm 

>  Width:  61  mm 

>  Length:  45  mm 


Aluminum 


Steel 


Stainless 


YAB011 

MATERIAL  Aluminum  Alloy 
MINIMUM  BREAKING  STRENGTH  6kN/1350LBS 
WEIGHT  13  g 
FINISH  Anodized 

SPECIFICATION  >  Webbing:  45  mm 

>  Width:  58  mm 

>  Length:  26  mm 


YAB012 

MATERIAL  Aluminum  Alloy 
MINIMUM  BREAKING  STRENGTH  9kN/2Q23LBS 
WEIGHT  15  g 
FINISH  Anodized 

SPECIFICATION  >  Webbing:  45  mm 

>  Width;  60  mm 

>  Length:  39  mm 


YAB013 

MATERIAL  Aluminum  Alloy 
MINIMUM  BREAKING  STRENGTH  9kN/2023LBS 
WEIGHT  14  g 
FINISH  Anodized 

SPECIFICATION  >  Webbing;  45  mm 

>  Width:  59  mm 

>  Length.  35  mm 


YAB014 

MATERIAL  Aluminum,  Alloy 
MINIMUM  BREAKING  STRENGTH  9kN/2G23LBS 
WEIGHT  13  g 
FINISH  Anodized 

SPECIFICATION  >  WebWng:  45  mm 

>  Width:  57  mm 

>  Length:  29  mm 
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Buckle 


Aluminum  Buckle  series  products 


YAB004 

MATERIAL  Aluminum  Alloy 
MINIMUM  BREAKING  STRENGTH  1 B  kN/4  046  LBS 
WEIGHT  55  g 
FINISH  Anodized 

SPECIFICATION  >  Webbing:  30  mm 

>  Width:  50  mm 

>  Length:  70  mmm 


YAB005 

MATERIAL  Aluminum  Alloy 
MINIMUM  BREAKING  STRENGTH  1 8kN/4D46LBS 
WEIGHT  60  g 
FINISH  Anodized 

SPECIFICATION  >  Webbing;  30  mm 

>  Width:  53  mm 

>  Length:  95  mm 


YAB015 


YAB016 


MATERIAL  Aluminum  Alloy  /Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  9fcN/2O23L0S 
WEIGHT  154  g 
FINISH  Anodized  /Plating 
SPECIFICATION  >  Wnbbjng:  45  mm 

>  Width:  61  mm 

>  Length:  7fl  mm 


MATERIAL  Aluminum  Alloy 
MINIMUM  BREAKING  STRENGTH  9kN/2Q63LBS 
WEIGHT  85  g 
FINISH  Anodized 

SPECIFICATION  >  Webbing:  45  mm 

>  Width:  60  mm 

>  Length;  76  mm 


Aluminum 


Steel 


Stainless 


PVC  COATING 


YPD0O1 


MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  22kN/500QLBS 
WEIGHT  190  g 
FINISH  PVC 

SPECIFICATION  >  Webbing;  45  mm 
>  Width:  79  mm 


Length:  105  mm 


YPBO01 

MATERIAL  High  Tensile  Steel  Altoy 
MINIMUM  BREAKING  STRENGTH  22kN/5000LBS 

_ WEIGHT  39  9 

FINISH  PVC 

SPECIFICATION  >  Webbing:  45  mm 

>  Width;  64  mm 

>  Length:  33  mm 


YPBO02 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  22kN/5000LB5 
WEIGHT  30  g 

_ FINISH  PVC 

SPECIFICATION  >  Webbing;  45  mm 

>  Width;  61  mm 

>  length:  30  mm 


YPD002 

YPD003 

MATERIAL  High  Tensile  Steel  Alloy 

MATERIAL  High  Tensile  Steel  Alloy 

MINIMUM  BREAKING  STRENGTH  22kN/5000LBS 

MINIMUM  BREAKING  STRENGTH  22kN/5000LBS 

WEIGHT  70  g 

WEIGHT  90  g 

FINISH  PVC 

FINISH  PVC 

SPECIFICATION  >  Webbing:  45  mm 

SPECIFICATION  >  WebWng;  45  mm 

>  Width:  68  mm 

>  Width;  63  mm 

>  Length:  62  mm  _ 

>  Length;  60  mm  _ 
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Aluminum 


Steel 


Stainless 


Y1G001 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  15kN  /  33721BS 
WEIGHT  306  g 

FINISH  N  iekel-ehramfid , While/Yellow  Ztnc 
SPECIFIC  ARON  >  Width:  105  mm 

>  Length:  04  mm 

>  Rope  Size:  012  mm 

>  Eye  Size:  26  mm 


YIG014 

MATERIAL  High  Tensife  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  15kN  /  3372LBS 
WEIGHT  355  g 

FINISH  Nickel-chnKned.White/Vellow  Zinc 
SPECIFICATION  >  Width:  90  mm 

>  Length  121  mm 

>  Rope  Size:  01 G  mm 

>  Eye  Size:  55  mm 


YIG013 

MATERIAL  High  Tsns'le  Steel  Alley 
MINIMUM  BREAKING  STRENGTH  iSkN  !  3372LBS 
WEIGHT  357  g 

FINISH  N  leke l-chrtwned , While/Yel low  Zinc 
SPECIFICATION  >  Width:  105  mm 

>  Length:  123  mm 

>  Rope  Size:  012  mm 
*  Eye  Size:  54  mm 


YIG015 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  15RN/3372LBS 
WEIGHT  303  g 

FINISH  N  ickel-chromed  .While /Yellow  Zinc 
SPECIFICATION  >  Width:  105  mm 

>  Length:  04  mm 

>  Rope  Size:  012  mm 

>  Eye  Size:  27  mm 


Rope  Grab 


ope  Grab 


ties  products 


YIG002 


YIG003 


MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  1 SkN  /  3372LBS 
WEIGHT  450  g 

RNISH  Nickel-chramed.White/YellQvv  Zinc 
SPECIFICATION  >  Width:  105  mm 
>  Length:  60  mm 


>  Rope  Size:  012  mm 

>  Eye  Size:  20  mm 


MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  1 5kN  i  3372LBS 
WEIGHT  445  g 

FINISH  Nickel-chncjmedpWhiteA^ellow  Zinc 
SPECIFICATION  >  Width:  105  mm 
>  Length:  68  mm 


>  Rope  Size:  014  mm 

>  Eye  Size:  20  mm 


YIG004 


YIG011 


MATERIAL  High  Ten$ite  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  1 5kN  /  3372LBS 

_ WEIGHT  47$  g 

FINISH  Nickel^hromed.While/Yellow  Zinc 
SPECIFICATION  >  Width:  98  mm 

>  Length:  66  mm 

>  Rope  Size:  012-16  mm 

>  Eye  Size:  21  mm 


MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  1 5kN  t  3372 LBS 
WEIGHT  369  g 

FINISH  Nickel-chromed,Whlte/Vellow  Zinc 
SPECIFICATION  ?  Width:  83  mm 

>  Length:  68  mm 

>  Rope  Size;  011-12  mm 

>  Eye  Size:  20  mm 


(£  EN358 


Aluminum 


Steel 


Stainless 


MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  15kN  /  3372LBS 
WEIGHT  616  g 

FINISH  Nickel-chn>med1While/YellOw  Zinc 
SPECIFICATION  >  Width:  70  mm 


>  Length:  94  mm 

>  Rope  Size:  016  mm 

>  Eye  Size:  53  mm 


££  EN358  EN 353-2 


MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  1  SkN  /  3372LBS 
WEIGHT  610  g 

FINISH  Nickel-chromed, White/Yellow  Zinc 
SPECIFICATION  >  Width;  76  mm 

>  Length:  94  mm 

*  Ftope  Size:  016  mm 

>  Eye  Size:  53  mm 


YIG007 


MATERIAL  High  Tensile  Steel  Alloy 


MINIMUM  BREAKING  STRENGTH  1  SkN  /  3372LBS 


WEIGH!  630  g 


FINISH  Nickd-chrofned.WhiteAfelow  Zinc 


SPECIFICATION  >  Width:  102  mm 

>  Length:  1 06  mm 

>  Rope  Size:  016  mm 

>  Eye  Size:  20  mm 


C€  EN  353-2 
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EN358 


Rope  Grab 


ope  Grab 


YIG016 


I  73 


Anti'Upside 
Down  Device 


Aluminum 


Steel 


Stainless 


YAG001 

MATERIAL  Aluminum  Alloy 
MINIMUM  BREAKING  STRENGTH  1  5kN  l  3372LBS 
WBGHT  247  g 
FINISH  Anodized 
SPECIFICATION  >  Width:  71  mm 

>  Length:  90  mm 

>  Rope  Size:  012  mm 

>  Eye  Size:  IS  mm 

C6  EN353-2 


YAG003 

MATERIAL  Aluminum  Allay 
MINIMUM  BREAKING  STRENGTH  1  SkN  f  3372 UBS 
WEJGHT  221  g 
FINISH  Anodized 
SPECIFICATION  >  Width:  71  mm 

>  Length:  90  mm 

>  Rope  Size:  016  mm 

>  Eye  Size:  16  mm 


YAG002 

MATERIAL  Aluminum  Alloy 
MIN  IM  UM  BREAK  3NG  STR  ENG  I"  1 5k  N  /  3372  L  5  S 
WEIGHT  226  g 
FINISH  Anodized 
SPECIFICATION  *  Width:  71  mm 

>  Length:  90  mm 

>  Rope  Size:  014  mm 

>  Eye  Size:  16  mm 

C€  EN353  2 
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C€  EN353-2 


Rope  Grab 


R 


ope  Grab 


YAG006 


MATERIAL  Aluminum  AJtoy 
WI3NIMU  M  BREAKING  STRENGTH  1 5kN  /  3372LBS 
WEIGHT  538  g 
FINISH  Anodized 
SPECIFICATION  *  Width:  70  mm 

>  Length:  94  mm 

>  Rope  Size:  016  mm 

>  Eye  Size:  X 


YAG004 

MATERIAL  Aluminum  Alloy 
MINIMUM  BREAKING  STRENGTH  15kN/ 3372 LBS 

'  . . .  WBGHT  174  g 

FINISH  Anodized 
SPECIFICATION  >  Width:  69  mm 

>  Length:  114  mm 

>  Rope  Size:  011-12  mm 

>  Thickness:  22mm 

((  EN358  ((  EN353-2 


YSG010 

MATERIAL  Stainless  Steel 
MINIMUM  BREAKfNG  STRENGTH  igkN/33721  BS 
WEIGHT  341  g 
FINISH  Polished 

SPECIFICATION  >  Width:  103  mm 

>  Length:  92  mm 

>  Rope  Size:  013-16  mm 

>  Eye  Size:  25mm 


YSG020 

MATERIAL  Stainless  Steel 
MINIMUM  BREAKING  STRENGTH  15kN  /  3372LBS 
WEIGHT  256  g 
FINISH  Polished 

SPECIFICATION  >  Width:  130  mm 
>  Length:  100  mm 
»  Rope  Size:  014-16  mm 


>  Eye  Size:  14  mm 
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Aluminum 


Steel 


Stainless 


Y1E002 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  5TRENG 1 I \  50kN  /  1 1 340 LBS 
WEIGHT  @64  g 

FINISH  Nickel -chromed,  White/ 
Yellow  Zinc 

SPECIFICATION  >  Width:  170  mm 

>  Length:  170  mm 

>  Rope  Size:  00-16  mm 


YIE001 

MATERIAL  High  Tensile  Steel  Alloy 
MINIMUM  BREAKING  STRENGTH  30kN  /  6744LBS 
WEIGHT  320  g 

FINISH  Nickel-chromed,  White/ 
Yellow  Zinc/  EO  Coating 
SPECIFICATION  >  Width:  145  mm 

>  Length:  125  mm 

>  Rope  Size:  09-1 6  mm 
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Descender 


Descender 


MATERIAL 

MINIMUM  BREAKING  STRENGTH 
WEIGHT 
FINISH 
SPECIFICATION 


Aluminum  Alloy 
3bm  t  7868LBS 
115  g 
Anodized 
?  Width:  145  mm 

>  Length:  75  mm 

>  Rope  Sizer  0&-1 2  mm 


MATERIAL  Aluminum  A!by 
MINIMUM  BREAKING  STRENGTH  35kN  /  7868LBS 
WEIGHT  120  g 
FINISH  Anodized 
SPECIFICATION  >  Width:  145  mm 

>  Length:  75  mm 

>  Rope  Sizer  09-12  mm 


YAE002 

material  Aluminum  Alloy 
M  INI  M U  M  BREAKING  STRENGTH  40  kN/S992 LBS 
WEIGHT  270  g 
FINISH  Anodized 
SPECIFICATION  >  Width:  170  mm 

>  Length:  170  mm 

>  Rope  Size:  09-16  mm 


YAE003 

MATERIAL  Aluminum  Alloy 
MINIMUM  BREAKING  STRENGTH  30kM/6744LBS 
WEIGHT  110  g 
FINISH  Anodized 
SPECIFICATION  >  Width;  100  mm 

>  Length:  99  mm 

>  Rope  Size:  09-12  mm 


I  79 


Aluminum 


Steel 


Stainless 


YAE005 

MATERIAL  Aluminum  Alloy  /Stainless  Stool 
MINIMUM  BREAKING  STRENGTH  44.0kN/1OQOOLBS 
WEIGHT  988  g 
FINISH  Anodized 
SPECIFICATION  >  Width:  113  mm 

>  Length:  350  mm 

>  Rope  Size:  09-12  mm 


YAE006 


MATERIAL  Aluminum  Alloy  /Stainless  Steel 
MINIMUM  BREAKING  STRENGTH  44.6kN/l0000LBS 
WEIGHT  434  g 
FINISH  Anodized 
SPECIF  ICATIQNM  >  Width:  m  mm 

>  Length:  212  mm 

>  Rope  Size:  09-12  mm 
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Aluminum 


Steel 


Swivel  Connector 


YAK001 


MATERIAL  Aiurntnumi  Alloy 


MINIMUM  BREAKING  STRENGTH  3QkN  i  6744-LSS 


WEIGHT  160  9 


FINISH  Anodized 
SPECIFICATION  >  Width;  55  mm 
>  Length:  108  mm 


EN354 


Rigging  Plate 


YEU0Q1 


MATERIAL  PP/FE 


WEIGHT  21  g 


SPECIFICATION  >  Width:  110  mm 
>  Length;  86  mm 


YEU002 


MATERIAL  PP  /  PE 


WEIGHT  Sg 


i 
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